SW-NCG140046-031919

Concrete Supply Company - Lincolnton Plant
831 Madison St
Lincolnton, NC 28092
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DSCN1836.JPG

Attributes
File Name DSCN1836.JPG
Description | Photograph of the annual significant spills and leak log.
Latitude
Longitude
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DSCN1837.JPG

Attributes

File Name DSCN1837.JPG

Description | Photograph of the bermed area and inlet at Outfall 1. This outfall, located in the northwest cover
of the site, has the potential to discharge both stormwater and wastewater.

Latitude N 35° 27' 40.60"

Longitude | W 81°15'38.43"
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DSCN1838.JPG

e

Attributes

File Name DSCN1838.JPG

Description | Photograph of the outlet for Outfall 1. This outfall, located in the northwest cover of the site, has
the potential to discharge both stormwater and wastewater. The area downgradient of the outfall
had what appeared to be accumulated silty material from the concrete process.

Latitude N 35°27'41.38"

Longitude W 81°15'40.91"
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DSCN1839.JPG

Attributes

File Name | DSCN1839.JPG

Description | Photograph of the ditch down gradient of Outfall 1 leading towards the creek. This area appeared
to be accumulated silty material from the concrete process. Pooling water was observed in
locations in the ditch in addition to the evidence of erosion features.

Latitude N 35°27' 39.65"

Longitude | W 81°15'38.42"
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Attributes

File Name DSCN1840.JPG

Description | Photograph of the ditch down gradient of Outfall 1 leading towards the creek. Pooling water was
observed in locations in the ditch in addition to the evidence of erosion features.

Latitude N 35°27'40.00"

Longitude W 81° 15' 38.26"
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DSCN1841.JPG

Attributes

File Name DSCN1841.JPG

Description | Photograph of the ditch down gradient of Outfall 1 leading towards the creek. Pooling water was
observed in locations in the ditch in addition to the evidence of erosion features.

Latitude N 35°27'39.98"

Longitude | W 81°15'38.25"
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DSCN1842.JPG
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Attributes

File Name DSCN1842.JPG

Description | Photograph of the junction between the creek and the ditch down gradient of Outfall 1.
Latitude N 35°27'40.12"

Longitude | W 81°15'38.76"
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Attributes

File Name DSCN1843.JPG

Description | Photograph of the ditch up gradient of junction with the creek.
Latitude N 35°27'40.11"

Longitude | W 81°15'38.78"
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DSCN1844.JPG
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DSCN1844.JPG
Description | Photograph of the berm and inlet to the pipe for Outfall 1. During the inspection, the facility side
of the berm had damp accumulated sediment to the level of the outfall pipe.

N 35° 27' 39.54"
W 81° 15' 37.48"

SW-NCG140046-031919 Page 10 of 33




DSCN1845
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Attributes

File Name | DSCN1845.JPG

Description | Photograph of the berm along the river near the outfall.
Latitude N 35°27'39.45"

Longitude | W 81°15'37.51"
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DSCN1846.JPG
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Attributes

File Name DSCN1846.JPG

Description | Photograph of wastewater from truck washing operations observed during the site running
towards the bermed area near the outfall.

Latitude N 35°27'39.07"

Longitude | W 81°15'36.97"
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DSCN1847.JPG

Attributes

File Name DSCN1847.JPG

Description | Photograph of wastewater from truck washing operations observed during the site running
towards the bermed area near the outfall.

Latitude N 35°27'39.04"

Longitude | W 81°15'36.99"
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DSCN1848.JPG
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Attributes

File Name DSCN1848.JPG

Description | Photograph of the truck wash station near the concrete wash pit.
Latitude N 35°27'36.32"

Longitude W 81°15'39.12"
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DSCN1849.JPG

Attributes

File Name DSCN1849.JPG

Description | Photograph of the concrete washout basin.
Latitude N 35°27' 36.85"

Longitude | W 81°15'37.93"
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DSCN1850.JPG

Attributes

File Name DSCN1850.JPG

Description | Photograph of the municipality’s sanitary sewer manhole near the concrete washout station.
According to facility personnel, it periodically pump concrete washout water via a portable pump
into this sanitary sewer manhole.

Latitude N 35°27'37.25"

Longitude | W 81°15'37.67"
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DSCN1851.JPG

Attributes

File Name DSCN1851.JPG

Description | Photograph of the final treatment cell (Bright well) of the concrete washout. The water from this
cell can be used in the process, dust suppression, or directed to the city sanitary sewer manhole.
Latitude N 35°27'37.30"

Longitude | W 81°15'38.54"
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Attributes

File Name DSCN1852.JPG

Description | Photograph of the diesel fuel tank and its secondary containment structure. A drainage valve
was observed in the secondary containment structure. The valve was closed at the time of the
inspection. Although a lock was not in place on the valve, the valve arm had been removed.
Latitude N 35°27'37.16"

Longitude W 81° 15' 37.49"
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DSCN1853.JPG

Attributes

File Name DSCN1853.JPG

Description | Photograph of the outdoor material storage piles.
Latitude N 35°27'36.50"

Longitude | W 81°15'36.70"
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DSCN1854.JPG
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Attributes

File Name DSCN1854.JPG

Description | Photograph of the material storage piles. Some sediment tracking was observed from the sand
storage pile. A concrete waste storage area can be seen in the back of the photograph along the
south side of the property.

Latitude N 35°27'36.51"

Longitude | W 81°15'36.76"
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DSCN1855.JPG

Attributes

File Name | DSCN1855.JPG

Description | Junction point with the stream and the old outfall from the site which was considered closed out
and removed from its permit requirements.

Latitude N 35°27'34.22"

Longitude | W 81°15'34.22"
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DSCN1856.JPG

Attributes

File Name DSCN1856.JPG

Description | Down gradient from the former outfall leading to the stream.
Latitude N 35° 27' 34.40"

Longitude W 81°15'34.91"
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Attributes

File Name DSCN1857.JPG

Description | Photograph of the area just down gradient of the removed outfall. The photo shows the concrete
blocks used to block off the outfall. The block structure was observed with gaps between the
blocks which would still allow for stormwater discharges.

Latitude N 35°27' 35.00"

Longitude W 81° 15' 34.70"
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DSCN1858.JPG

Attributes

File Name DSCN1858.JPG

Description | Photograph of the loading hopper to the storage silos. The loading hopper was located near the
crest of a hill leading to the stream. Sediment accumulation was observed along the ground in this
area which drains towards the stream.

Latitude N 35°27'35.51"

Longitude | W 81°15'35.04"
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DSCN1859.JPG
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Attributes

File Name | DSCN1859.JPG

Description | Photograph of the loading conveyor to the storage silos. The loading hopper was located near the
crest of a hill leading to the stream. Sediment accumulation was observed along the ground in this
area which drains towards the stream.

Latitude N 35°27'35.53"

Longitude | W 81°15'35.04"
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DSCN1860.JPG

Attributes

File Name DSCN1860.JPG

Description | Photograph of the covered area used for oil storage. Oil drums were observed on secondary
containment structures and underneath cover.

Latitude N 35°27'37.07"

Longitude W 81° 15' 35.05"
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DSCN1861.JPG

Attributes

File Name DSCN1861.JPG

Description | Photograph of the outdoor chemical storage area and tanks. The tank area had a secondary
containment structure with a release valve. The valve, which was observed with the valve handle
removed, was observed closed during the inspection.

Latitude N 35°27'37.18"

Longitude | W 81°15'35.04"
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DSCN1862.JPG

Attributes

File Name DSCN1862.JPG

Description | Photograph of the outdoor chemical storage area and tanks. The tank area had a secondary
containment structure with a release valve. The valve, which was observed with the valve handle
removed, was observed closed during the inspection.

Latitude N 35°27'37.43"

Longitude W 81°15'34.91"

SW-NCG140046-031919 Page 28 of 33



DSCN1863.JPG

Attributes

File Name DSCN1863.JPG

Description | Photograph of the truck loading operation.
Latitude N 35°27'37.07"

Longitude | W 81°15'36.27"
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DSCN1864.JPG

Attributes

File Name DSCN1864.JPG

Description | Photograph of the truck loading operation.
Latitude N 35°27'37.76"

Longitude W 81°15'36.42"
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DSCN1865.JPG
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Attributes
File Name | DSCN1865.JPG
Description | Photograph of the most recent semiannual inspection performed at the facility.
Latitude
Longitude
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DSCN1866.JPG

Attributes
File Name | DSCN1866.JPG
Description | Photograph of the most recent semiannual inspection performed at the facility.
Latitude
Longitude
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DSCN1867.JPG

Attributes

Photograph of the most recent semiannual inspection performed at the facility.

Longitude
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